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Cartridge Style
Pressure Reducing Valve

LIMITED WARRANTY STATEMENT
Taco, Inc. will repair or replace without charge (at
the company’s option) any Taco product which is 
proven defective under normal use within three (3)
years from the date code.

In order to obtain service under this warranty, it
is the responsibility of the purchaser to promptly
notify the local Taco stocking distributor or Taco
in writing and promptly deliver the subject product
or part, delivery prepaid, to the stocking distribu-
tor. For assistance on warranty returns, the pur-
chaser may either contact the local Taco stock-
ing distributor or Taco. If the subject product or
part contains no defect as covered in this war-
ranty, the purchaser will be billed for parts and
labor charges in effect at time of factory exami-
nation and repair.
Any Taco product or part not installed or operated
in conformity with Taco instructions or which has
been subject to misuse, misapplication, the addi-
tion of petroleum-based fluids or certain chemical

additives to the systems, or other abuse, will not
be covered by this warranty.
If in doubt as to whether a particular substance
is suitable for use with a Taco product or part, or
for any application restrictions, consult the
applicable Taco instruction sheets or contact
Taco at (401-942-8000).
Taco reserves the right to provide replacement
products and parts which are substantially similar
in design and functionally equivalent to the
defective product or part. Taco reserves the right
to make changes in details of design, construc-
tion, or arrangement of materials of its products
without notification.
TACO OFFERS THIS WARRANTY IN LIEU OF
ALL OTHER EXPRESS WARRANTIES. ANY
WARRANTY IMPLIED BY LAW INCLUDING
WARRANTIES OF MERCHANTABILITY OR
FITNESS IS IN EFFECT ONLY FOR THE DURA-
TION OF THE EXPRESS WARRANTY SET
FORTH IN THE FIRST PARAGRAPH ABOVE.

THE ABOVE WARRANTIES ARE IN LIEU OF
ALL OTHER WARRANTIES, EXPRESS OR
STATUTORY, OR ANY OTHER WARRANTY
OBLIGATION ON THE PART OF TACO.
TACO WILL NOT BE LIABLE FOR ANY SPECIAL
INCIDENTAL, INDIRECT OR CONSEQUENTIAL 
DAMAGES RESULTING FROM THE USE OF
ITS PRODUCTS OR ANY INCIDENTAL COSTS
OF REMOVING OR REPLACING DEFECTIVE 
PRODUCTS.
This warranty gives the purchaser specific rights,
and the purchaser may have other rights which
vary from state to state. Some states do not
allow limitations on how long an implied warranty
lasts or on the exclusion of incidental or conse-
quential damages, so these limitations or exclu-
sions may not apply to you.
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Purpose
The 3350 valve is used to auto-
matically feed water to a hydronic 
system whenever pressure in the 
system drops below the pressure 
setting of the valve.

Operation
The cartridge style design ensures
unsurpassed output pressure stability.
A balance between diaphragm
position and spring tension based
on the desired outlet pressure is
consistently maintained, even when
inlet pressures �uctuate severely.
The unique one-piece cartridge
design signi�cantly reduces diaphragm
load, extending the overall product life.
Unlike conventional PRV designs, the 
diaphragm does not double as a seal 
between the body and the cap.

This allows for optimization of the
diaphragm for its intended use -
maintaining pressure stability.
A unique encapsulated shaft seal
system prevents �owing media from
contacting the diaphragm, greatly
extending diaphragm life. If the
diaphragm ever does fail, the encap-
sulatedshaft and body seals work
together to stop water from exiting
the valve. Use of a stainless steel
coaxial strainer prohibits system
debris from a�ecting the valves’
performance. An integral check
valve allows the cartridge to be
removed under system pressure 
for replacement or servicing.

Fast Fill
The 3350 provides an e�cient and
simple solution to �lling your heating
system. Simply push down the fast �ll
button on top of the PRV and when the 
set pressure is reached the valve pops 
out of fast �ll and returns to its normal 
operating mode. This automatic reset 
feature of the fast �ll on the 3350 
eliminates the common problem of 
system over pressurization and prevents
the relief valve from blowing o�.

4-15/32”
(113mm)

1-1/2”
(38mm)

3-9/16”
(90mm)

4-1/4” Sweat Version (108mm)
(Includes Tailpiece)

Dimensions
for reference
purposes only.

1/2” — 14 NPT 1/2” — 14 NPT

1/4 — 14 UNS-2A

Features 
 Automatic Pressure    
 Reset from Fast Fill

 Easy External Dial-up    
 Pressure Setting

 Set Pressure Indicator

 Simple serviceability with the
 unique one piece cartridge

 Internal check allows the    
 cartridge to be replaced    
 without draining the system

 Integral Strainer

 ASSE 1003

Product Speci�cations 
 Max. Inlet Pressure .........150 psi
 Adjustment Range ........10 – 50 psi
 Max. Temp...........................210˚F
 Factory Setting ................12 psi
 Media .....................................Water

Materials of Construction
 Body .................... Forged Brass
 Cartridge ........... Wetted Parts   
  Stainless Steel,   
  Engineered Plastics,  
  Bronze, EPDM Seals

 

Model Number Description

3350 1/2” NPT x 1/2” Union Sweat

3350-H 1/2” NPT x 1/2” Union Press

3350-T 1/2” NPT x 1/2” NPT


